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APPLICATIONS

Widely deployed in Network Operation Center NOC, SOC, EOC, JOCC etc.

For more updates, please follow us

Control Room Meeting Room
War Room

Modular Video Wall Matrix

Visualisation Seamlessly IP Connectable Free PIP/POP Redandunt PSU

High Performance Video Matrix Switch +  Video Wall Controller

With flexible & Modular structure, support 3rd party to control via RS232, IP

Provide customized signal distribution and switching solutions for your control room installation



HDMI1.4
800*600~1920*1200@60 
4:4:4RGB 4:2:2 YUV

HDMI

CRV-HDMI-4IN-2K

720P@50/60
1080P@25/30/50/60
1080i@25/30/50/60

SDI 

CRV-SDI-4IN-2K

800*600~1920*1200@60 
HDMI1.4

DVI 

CRV-DVI-4IN-2k

800*600~1920*1200@60 
VGA/ RGB

VGA 

CRV-VGA-4IN-2k

PAL /NTSC

AV 

CRV-VIDEO-4IN-2K

HDMI-4K

CRV-HDMI-4IN-2K CRV-OF-4IN-2K CRV-IP-4IN-2K

800X600@60Hz-1080P
1920*1200@60Hz

HDMI

CRV-HDMI-4OUT-2k

720P@50/60
1080P@25/30/50/60
1080i@25/30/50/60

SDI 

CRV-SDI-4OUT-2k 

800X600@60Hz-1080P
1920*1200@60Hz

DVI 

CRV-DVI-4OUT-2k 

800X600@60Hz-1080P
1920*1200@60Hz

VGA 

CRV-VGA-4OUT-2k

PAL /NTSC

AV 

CRV-VIDEO-4OUT-2K

1024*768@60~1920*1200P@
60

1024*768@60~1920*1200P@
60

1024*768@60~ 1920*1200P
@60

1024*768@60~1920*1200P
@60

1080P@60Hz4:4:4

CRV-OF-4OUT-2K CRV-IP-4OUT-2K
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Modular Input/Output Cards
For Modular Video Wall Matrix

Input Card Fiber IP Input

Output Card

Interface

Resolution

Interface

Resolution

HDMI VW control DVI VW control Dual HDMI VW control Dual DVI VW control Fiber Source Preview

4 analog stereo audio input

Optional analog,digital

or mixing are available

4 analog stereo audio input

4 channel DVI-D input

24+1 DVI-D female interface

4 analog stereo audio input

4 channel SDI input

BNC interface

4 analog stereo audio input

4 channel VGA input

15 PIN D female interface

CRV-VGA-4IN-2k

4 analog stereo audio input

4 channel AV input

BNC interface

2 channel 4K HDMI input

2 stereo audio input Support

7.1 channel HDMI Compatible

with Dolby

4 channel fiber input Single

mode dual core

Max 25km

Up to 3Gbps per channel

2 channel H.264 encoding

2K RTSP streams input

4 channel HDMI output
4 stereo audio de-embedded
Available to convert to DVI
HDMI Type A interface
12-digit phoenix plug

4 channel DVI-D output
4 stereo audio output

Available to convert to HDMI

24 + 1 pin DVI-D interface 12-

digit phoenix plug

4 3G/HD/SD/SDI
output BNC interface
12-digit phoenix plug

4 channel VGA output

4 stereo audio output

15 pin female VGA interface

12-digit phoenix plug

4 channel AV

output BNC

interface

1 channel 2K@60Hz HDMI

Video wall control output

1 channel 2K@60Hz DVI

Video wall control

output

2 channel 2K@60Hz HDMI

Video wall control output

2 channel 2K@60Hz DVI

Video wall control output

4 channel fiber output

Single mode dual core

Max 25km
Up to 3Gbps per channel

Preview up to 4 sources

Support up to 4K and 1080p

Uncompressed image quality

to

4K

an

d

10

80

p

Un

co

m

pr

ess

ed

im

ag

e

qu

alit

y

4 layer PIP/POP on 1 screen
Free position/multiview/
zoom

Support 1080p@60Hz

4:4:4 With signal indicators

Support main IP camera

and other RTSP streams

Support DS encoder

4 layer PIP/POP on 1 screen
Free position/multiview/zoom

2 layer PIP/POP on 1 screen
Free position/multiview/zoom

2 layer PIP/POP on 1 screen
Free position/multiview/
zoom

Single mode dual/single core

With signal indicators

Preview any sources, Free
positioning/multiview/zoom
by the visaulied interface
Compatible eith DS3.0
IP based KVM system

CRV-HDMI-1VW-2K                    CRV-DVI-1VW-2K                          CRV-HDMI-2VW-2K                   CRV-DVI-2VW-2K


